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PREFACE

The experts, designers and craftsmen of our motor-cycle works ~have Zons:ruct“T
for you this new model of the world’s most up-to date design I 01? edr1 Omi;er
vide you with both full riding comfort and a motor-cycle ea‘tc.y to han ;eAh -
all circumstances. It is a perfect machine the modern design of whic ’,nce,
guarantees superior performance, full riding comfort and a smart appearance.
'We feel sure that this new model will meet all your requirements. : R
This manual will help you to become acquainted with your mawchl.ne an :
acquire the necessary knowledge of its components and their Onperéltlo'rl;lrl;l‘:l’ly
advise you on minor repairs and maintenance. Follow the mstruc‘ti‘or%s c Otor-.
We wish you many thousands of pleasant and joyful miles on your nmew m

cycles

Fig. 1. LH side view of the GZ machine 125 c. c.

Fig. 2. RH side view of the ¢z machine 175 c. c.




L. DESCRIPTION AND OPERATING INSTRUCTIONS

1. TECHNICAL DATA

Model 453/06

125 c. c. 175 c. c.
Model 450/05

Engine

Number of cylinders /
Bore

Stroke

Cylinder capacity

Compression ratio

Engine output

Fuel tank capacity

Maximum speed

Maximum climbing ability (fully
laden)
Motorcycle dimensions
Weight — dry
— incl. fuel

Carrying capacity (payload)
Front wheel spindle maximum load
Rear wheel spindle maximum load
Primary drive by 3%/sx3/s in. chain
Final drive by %2x5/16 in chain
Primary and final drive ratio:

Primary

Final

Bottom gear

Second gear

Third gear

Top gear
Overall gear ratios:

Bottom gear

Second gear

Third gear

Top gear

Overall kickstarter ratio
Speedometer drive ratio

Internal expanding brakes

Braking distances from 25 m. p. h.
(40 km p. h.)

front wheel brake

rear wheel brake

both brakes applied
Front fork maximum stroke
Pivoted rear fork maximum stroke
Carburetter

Wheels-size of rims: \
front rim
rear rim
size of tyres:
front tyre
rear tyre

Two-stroke, air-cooled
1

52 mm 58 mm
58 mm 65 mm
123.2 c. c. 171.7 c. c.
7.8to1l 76tol
7 BHP 10 BHP
2,9 galls (13 litres)
50 m. p. h. 59 m. p. h.
(80 km p. h.) (95 km p. h.)
36 % 38 %
Fig. 3

247 1bs (112 kg) 254 1bs (115 kg)
269 1bs (122kg) 276 1bs (125 kg)
331 lbs (150 kg)
180 1bs ( 81,5kg) 1821bs ( 82,5kg)
420 Ibs (190,5 kg) 424 lbs (192,5kg)
54 links 54 links
117 + 1 links 119 + 1 links

40/21T 40/21T
47/14 T 47/16 T
24/13 x 23/14
19/18 x 23/14
16/21 x 23/14

1/1 direct
2091to1 16,96 to 1
10.53 to 1 9.71to1l
8,02to1 7.02 to 1
6,40 to 1 5,60 to 1
3,04 tol
4/13T 4/11T

dia 140/35 mm

101.05 ft (30,8 m)
101,05 ft (30,8 m)

52,53 ft (15,4m)
130mm, (5,12 in.)
100 mm (3,93 in. )

Jikov 2922 SBD11 Jikov 2924 SBD 14 17b

1.60 x 16" 1,60 x 16"

160 x 18" 1.85Bx 16"

3.00 x 16" 3.25 x 16"
3,00 x 16"

1010
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Fig. 3. Dimensions
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Fig. 4. Engine — sectional view

TUNNING 111 an Oll bdul. Liulcn CONTrol Is errected by means of a hand lever on
the L. H. side of the handlebars.

The gearbox is of the four-speed type, forming a monoblock engine unit with
the crankcase.

The gear shifting is foot operated by means of a lever located on the L. H.
side of the engine. The gear change mechanism is fitted with an electric tell tale
bulb indicating the neutral position. When changing gear the declutching is auto-
matic. The power transmission is effected by means of chains. The primary chain
is enclosed by the L. H. crankcase cover and runs in an oil bath. The final drive
(secondary) chain is fully enclosed: this arrangement makes the chain last
much longer.

Carburetter JIKOV — model 2922 SBD 11 is assembled on motor-cycles 125 c. c.
and the model 2924 SBD 17b is used for motor-cycles 175 c. ¢. The carburetter
Is mounted in the crankcase under a cover. The venturi diameter of the carbu-
retter 2922 SBD 11 is 22 mm, the venturi dia of that, model 2924 SBD 17b is
24 mm. The main jet for the machine 125 c. c. is 85 according to the Solex
standard, that of the machine 175 c. c. is 88, position of throttle valve needle
in the IInd groove from top, idling screw slackened by Y4—1 of a revolution.

The spoke wheels are easily detachable — both the front and rear wheel
spindles being of the knock-off type. The rear wheel is connected to the chain
wheel by means of a splined driving dog. There are 36 spokes per wheel, the
spoke diameter is 0.122 in. (3.1 mm), the thread M 3.5.

The rear wheel brake is operated with right foot, the front wheel brake with
the right hand. Both brakes are highly efficient and can be adjusted without
tools.

The frame is made of tubes, resistance-welded, equipped with rear pivoted
fork, the pin of which is automatically lubricated with oil from gearbox.

The fuel tank (capacity 2.9 galls — 13 1) is a sheet steel pressing. It is fitted
With a filler cap dia 60 mm (2.36 in.), a strainer and a fuel tap with fuel filter.
It has an emergency fuel reserve of approx. 1% pts (1 1).

il‘he motor-cycle is equipped with a comfortable dual seat, the insert of which
Is made of foam rubber. It offers, together with the rear suspension a very
f:omfo»rta-ble riding both for the driver and the pillion rider. The seat is secured
in its functional position by a patent lock, that is put into a slot at the L. H.
side of the machine. When the locking device has been unlocked and the dual
seat tipped, both covers of the lockers are accessible, can be unlocked with
pa»n.d and opened. The covers (boxes) cannot be opened when the dual seat
Is locked in its functional position.

The footrests are of the sport type and adjustable.
























































































